
General Specifications

MODEL

12V100Ah
NOMINAL VOLTAGE

12.8V
TERMINAL

F2

NOMINAL CAPACITY

100Ah
NOMINAL ENERGY

1280Wh
APPROX. WEIGHT

11 kg

DIMENSIONS (L × W × H)

326 × 173 × 215 mm / 352 × 174 × 190 mm

CYCLE LIFE

≥3000 @ 80% DOD
SELF DISCHARGE

≤3% / month

Charge Parameters

Parameter Value

Charge Voltage 14.6 ± 0.2V

Recommend Current 0.2C (20A)

Max. Current 0.5C (50A)

Temperature 0°C to 45°C

Discharge Parameters

Parameter Value

Max. Continuous 1C (100A)

Peak Current 1700A (<3s)

Cut-off Voltage 10.0V

Temperature -20°C to 60°C

Connection & Storage

Parallel Connection: Support 4pcs in Parallel

Series Connection: Support 4pcs in Series

Storage Temperature: 15°C - 35°C

Storage Note: Please charge and discharge monthly during storage

⚠⚠  Important Notes

• Series and Parallel connections are NOT recommended at the same time
• If serial connection is needed, please check whether the model supports it
• Coming in with 1700CCA (cold cranking amps) and 100Ah of storage to run all your electronics needs
• For other capacities, please contact us

Chaco Solar
For more information visit: www.chaco-solar.com

Subject to technical changes | Version 1.0
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